@ Single unit connects two modules,

Maximum output power 500W
@ Individual MPPT for each module

@ Peak efficiency 95.5%
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Recommended PV module P
power (STC) range (W) 180~310 180~310

MPPT voltage range (V)
Operation voltage range (V)
Maximum input voltage (V)

Startup voltage (V)

Maximum input current (A) 105X 2 12X 2
Maximum output power (W) 500 500
Maximum output current (A) 217 227

Maximum output voltage (V) 230/200-270 220/187-270

Nominal output frequency (Hz)  50/47.5-50.5 50/47.5-50.5
Power factor
Total harmonic distortion

7/120A breaker 1

Maximum units per branch 9/25A breaker

Peak inverter efficiency

Operating ambient temperature (C)

Operating internal temperature (C)

Storage temperature range (C)

Dimensions (W x H x D, mm)

Weight (kg)

Enclosure rating IP65 IP65

Cooling

Communication
Design lifetime (year)

Emissions & immunity

=N61000-6- 7 CNCA/CTS0004-2009A
(EMO) eomplianae ENG1000-6-3 : 2007  CNCA/CTS0004-2009

5 ; IEC 62109-1/2 IEC2108-1:2010CNCA/
.
Safety class compliance AS3100 CTS004-2009A
AS4TT7.2:2005 CNCA/

Grid connection compliance CTS0004-2009A

AS4T7T77.3:2005

Add: 6/11-17 Banks Street, Mays Hill, NSW 2145 Aus

Tel: +61 2 9633 3478

180~310 180~310 180~310
22~45
12~55
55
20
105X 2 12X2 105X2
500 500 450
217 24 2.08 3.54
230/200-270 208/183-229 240/211-264 127/95-155
50/47.5-50.5 60/59.3-60.5 60/57-62
>0.99
<3%

7/20A breaker
9/25A breaker

7/20A breaker 9/20A breaker 4/20A breaker
6/25A breaker 8/25A breaker 5/25A breaker

-40 ~ +65
-40 ~ +85
40 ~ +85
221 x 167 x 29
2.5
IP65 NEMA 4X NEMA 4X

Nature Convection

Powerline
25
EN 61000-1/2/3/4 FCC PART 15,ANSI C83.4IECS-003

UL Std.1741,CSA Std.C22.2
NO.107.1-01 NOM

EN 62109-182

31), IEEE 1547

Add: B403
Tel: +86 2
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Energy Monitoring Unit (ECU) |

ECU collects Performance data from each individual microinverter through
powerline communication. The data includes DC input current/voltage, AC
output power/voltage/frequency/internal temperate. After being processed
and analyzed, the data will be sent to APS proprietary database through
Internet. APS Monitering Unit can support the local monitoring, remote
monitoring via LAN/Wi-Fi/GPRS and local downloading function to meet
different application demands of various customers.

ECU
Data Monitoring and Analysis System 7 Ly trs eteetibiy proaused iy PVieysiam Wl b Bat

I to the grid.

The electricity produced by PV system will preferentially
satisfy the self-consumption of the house and surplus power
will be sent to the grid.

APS EMA can store and display the performance of any on-grid working
APS microinverter. The end user can log-in this system through internet
browsers to view the operation of system in detail. This system can
contribute to the on-line worldwide product troubleshooting and increase
the system reliability significantly.

Microinverter System

EMA

ECU-3
- EEREE]
3000
o

I AC Distribution Box

] AC Junction Box

'

Powerline APS Proprietary ]

Ethernet 10/100M ]

USB interface Standard

RS232 serial port (GPRS modem) Optional |
|

AC outlet 110~240 VAC, 50~60 Hz

Power consumption 2.5W I

Meghanical Data | ]

Dimension(W*H*D) 182 mm x 113 mm x 42 mm

Weight 380g I
Ambient temperature range -40°C ~ +65°C ]
Cooling Nature convection

APS China Shanghai

Add: B403 No. 188, Zhangyang Road, Pudong, Shanghai.
Tel- +86 21 3392 8205

Enclosure environmental rating Indoor-NEMA 1(1P30) ] APS America

Tel: 01 408 973 7888
Standard warranty term 1year Washington office:1015 Hostmark St Suite 104 Poulsob, WA 98370
Standard IEC 60950, GB/T17799

| T 01 206 855 5100

] APS Australia
Add: 6/11-17 Banks Street, Mays Hill, NSW 2145 Australia

APS China Jiaxing

Add: No. 1, Yatai Road, Nanhu District, Jiaxing, Zhejiang.
Tel- +86 573 8398 6967

S— ( ) R . APS Europe
WWW. altenergy-power' com "u 3 @ 5 wA C € G[b ‘ 6 l e Add: Comelis Bloemaertsingel 40, 3067NJ, Rotterdam
= . — o i " %, i APS China Beijing Tel: +31 641518386
www.apsmicroinverter.com e e 24 hours Hotline: 400-100-8470

Add: Room 505, No. 10 Building, Jianwai SOHO, No. 39 East
Sanhuan zhong Road, Chaoyang District, Beijing.
Tel: +86 010 5266 5807

info@altenergy-power.com
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